
PREPARE SIDE 
ASSEMBLIES FOR BACK 

BRACES

The Top Back Brace utilizes 
the Bastion system for 
attachment. Place the 
Bastion posts into their 
positions on the back legs 
only of both side assemblies.

 

Bastion Post
Positions for
Top Back Brace

Steel Pin 
Holes for
Wine Brace
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STEP 3
ATTACH THE BACK BRACE, WINE RACK AND 

BOTTOM SHELF

The Top Back Brace attaches 1   ” down on the legs, 
allowing clearance for the hinges and drop leaf supports. 
Attach the Back Brace with Bastions to the Right and 
Left side assembly. Before tightening the bastions, attach 
the Back Wine Rack Brace, making sure the off-center 
Pipe Holes are toward the top of the unit. (See 
Illustration 6-B) Use two steel pins for each side. After 
the Back Wine Rack Brace is in position, tighten the Top 
Back Brace’s Bastions. See Illustration 6-A.

Model 2007 does not have a wine rack. Insert the 
Metal Wine Rack Pipes into the Back Wine Rack Brace. 
Attach the Front Wine Rack Brace to the left leg, 
off-center Pipe Holes at the top, and insert the Metal 
Wine Rack Pipes into position, working left to right, 
finally attaching the Front Wine Rack Brace to the right 
leg. See Illustration 6-C. 

While holding the wine rack in position, attach the bottom 
shelf to the inside of all four legs using the 1   ” #8 
screws. See Illustration 6-D. 

Illustration 6-A

Illustration 6-D

Illustration 6-C

Illustration 7-A
Make sure the round 
hole is used to attach 
the L-Bracket to the 

bottom of the Table Top.

Illustration 
7-B
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Illustration 6-B
Make sure the Pipe Holes are positioned off-center, 

toward the top for both the front and back wine braces.
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STEP 4
TABLE TOP PREPARATION

Invert Table Top on smooth, flat surface. Attach the 4 
L-Brackets with    ” #6 screws,  using the round hole 
as shown in Illustration 7-A. 

Attach the 3 hinges with      ” #8 Screws. Attach Drop 
Leaf Supports with      ” #8 Screws as shown in 
Illustration 7-B 
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Illustration 7-C

You must use the 
smaller hole, furthest 
from the edge for 
L-bracket attachment, as 
shown in Illustration 7-C.
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Model 2007 does not have a wine rack.



STEP 5
ATTACH TABLE TOP

With the top still inverted, invert the leg 
assembly onto the top as shown in Illustration 8. 
Secure top to leg assembly with     ” #6 Screws 
through L-Brackets.

STEP 6
ATTACH CASTERS

With unit still inverted, tap Caster 
Sockets into holes in leg ends until 
seated then tap in the Casters.
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BUTCHER BLOCK OIL COUPON

 For continued beauty and long life of your 
Catskill Craftsmen cart, we recommend 
Catskill Craftsmen’s Butcher Block Oil.
 If you would like to purchase Butcher Block 
Oil direct from Catskill Craftsmen’s factory, we 
offer a reduced price. For one eight ounce (8 
fl. oz.) bottle, which is sufficient for two 
applications, simply send $4.50 ($4.80 for 
New York State Residents) along with the 
completed coupon to the address below.

REDUCED

PRICE TO OUR 

CUSTOMERS!
C R A F T S M E N ,  I N C .

NAME _____________________________________

ADDRESS __________________________________

__________________________________________  

CITY ______________________________________

STATE _________________________   ZIP _______
Please make checks payable to: Catskill Craftsmen Inc. 
15 West End Ave. Stamford, NY 12167-1296

Catskill Craftsmen, Inc.
15 West End Ave.

Stamford, NY 12167-1296C R A F T S M E N ,  I N C .

Please send me _____# of bottle(s) of the 
Catskill Craftsmen Butcher Block Oil for $4.50 
($4.80 NYS res.) My Check or Money Order 
is enclosed for a total of $______________.
Item Code: 2008
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